
Manufacturer: Schuco USA L.P.

Model #: SB6000U-(240Vac config)

Rated Maximum Continuous Output Power: 6 kW Night Tare Loss: 0.2042 W

Vmin: 260 Vdc Vnom: 310 Vdc Vmax: 480 Vdc

Power Level (%; kW)
10% 20% 30% 50% 75% 100%

Input Voltage (Vdc) 0.60 1.20 1.80 3.00 4.50 6.00 Wtd
Vmin 260 93.17% 95.47% 95.76% 95.48% 94.86% 94.20% 95.03%
Vnom 310 92.30% 94.88% 95.22% 95.23% 94.58% 93.82% 94.68%
Vmax 480 90.10% 93.30% 94.14% 94.25% 93.93% 93.17% 93.80%

CEC Efficiency = 94.5%
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(% of rated) (Vdc) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%) (W) (Vdc) (%)
10% Vmin 606 261 93.08% 606 261 93.16% 606 261 93.13% 605 261 93.22% 607 261 93.26%
20% Vmin 1,213 261 95.43% 1,212 261 95.47% 1,212 261 95.51% 1,211 261 95.36% 1,212 261 95.56%
30% Vmin 1,807 261 95.81% 1,806 261 95.70% 1,805 261 95.75% 1,807 261 95.81% 1,806 261 95.73%
50% Vmin 3,013 261 95.50% 3,014 261 95.44% 3,014 261 95.56% 3,013 261 95.44% 3,015 261 95.44%
75% Vmin 4,525 261 94.90% 4,526 261 94.86% 4,525 261 94.80% 4,526 261 94.88% 4,526 261 94.84%
100% Vmin 5,933 261 94.19% 5,932 261 94.25% 5,931 261 94.17% 5,931 261 94.19% 5,930 261 94.22%
10% Vnom 606 311 92.22% 606 311 92.19% 608 311 92.34% 607 311 92.32% 607 311 92.41%
20% Vnom 1,210 311 94.89% 1,210 311 94.83% 1,210 311 94.87% 1,210 311 94.80% 1,210 311 94.99%
30% Vnom 1,803 311 95.26% 1,803 311 95.20% 1,803 311 95.26% 1,802 311 95.18% 1,802 311 95.18%
50% Vnom 3,021 311 95.30% 3,020 311 95.15% 3,021 311 95.24% 3,020 311 95.24% 3,020 311 95.21%
75% Vnom 4,497 311 94.55% 4,497 311 94.59% 4,498 311 94.58% 4,498 311 94.56% 4,498 311 94.62%
100% Vnom 5,970 314 93.87% 5,970 314 93.84% 5,969 314 93.79% 5,966 314 93.78% 5,964 314 93.83%
10% Vmax 625 481 90.00% 625 480 90.14% 626 481 90.20% 626 480 90.17% 625 481 89.99%
20% Vmax 1,207 480 93.28% 1,207 481 93.26% 1,208 480 93.37% 1,207 481 93.23% 1,208 481 93.34%
30% Vmax 1,806 481 93.92% 1,811 480 94.19% 1,812 480 94.19% 1,812 480 94.25% 1,811 480 94.18%
50% Vmax 3,033 481 94.16% 3,033 480 94.28% 3,032 481 94.25% 3,034 480 94.22% 3,034 481 94.31%
75% Vmax 4,489 481 93.95% 4,490 481 93.95% 4,489 481 93.87% 4,488 481 93.91% 4,489 480 93.97%
100% Vmax 5,927 481 93.15% 5,923 481 93.16% 5,920 481 93.11% 5,924 481 93.22% 5,926 481 93.21%


